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Technical Specifications 
 

IP Rating: IP66 
Megapixel: 5MP 

Viewing Angle: 75° 
Infra-red (night vision): 30m  

Lens: 3.6mm 
Available Model: 4G, WiFi or POE 

Power Supply: DC 12V, 2A 
Power Consumption: 6W 

Powered by: Mains (240V), leisure battery or 
Farmstream Solar Kit 

Minimum Illumination: 0.01 Lux 
Supported Operating Systems: Windows XP, Windows 7, Windows 8, 

Windows 10 

Supported Mobile Systems: Android, iOS 
Video Compression Format: H.265 

SD Card: Support up to 256GB SD card (not 
included) 

Mount: Side 
Colour: Black 

Audio Output: 1CH RCA 
Type: IP camera 
P2P: Support P2P 

Certification: RoHS 
Origin: CN 

Sensor: CMOS 
Sensor Brand: Sony 

App CamHipro 
Camera Dimensions: 170mm x 60mm x 60mm 

Temperature Range: -25℃ to 75℃ 
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Camera Operational Features 
 

Remote Viewing: Worldwide via smart phone or tablet 
Recording: Continuous, scheduled or motion 

activated 
View Recordings: View and download remotely 

Motion Alerts: Receive motion alerts to your smart 
phone or tablet  

SMTP Sever: Enables email notifications 
Audio: Two-way audio 

 
 

Further Details: 
https://www.farmstream.co.uk/collections/all/products/farm-stream-4g-
camera 


